
Features

 � Supports 2.4Gbps both 5Gbps (default) frequency band for interruption free transmission 

 � 1080p 30Hz (4:4:4) video transmission with DP-Alt mode support

 � Simply click to present then click again to disconnect. Also includes pause button for added privacy

 � Compatible with all popular operating systems such as Windows 7/8/10/11, MAC OS and Android OS

 � Plug and play - no drivers required
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All data as of May 2024 |

We regularly expand our product range. We will be happy to provide information on updates in this regard upon request. 

All information is subject to confirmation and non-binding. Technical changes, printing errors and mistakes excepted. 

The illustrations used in this document may differ from the delivered product.
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Input / Output

Input USB-C Male

Output Wireless 

Control

Control buttons Present Button, Pause Button
 

Technical Data

Max. Resolution 1080p 30Hz

Transmission Frequency 5GHz (default) and 2.4GHz

Wireless Protocol IEEE 802.11 a/b/g/n, IEEE802.11ac

Authentication protocol WPA2-PSK or IEEE 802.1X

OS compatibility Windows 7/10/11 Mac OS, Android OS
 

General

Product Dimensions 69 x 16.4 x 165.2mm

Product Weight 60g

Housing Material Plastic

Colour Space Grey

Operation Temperature 0° ~ 40°

Storage Temperature -20° ~ 70°

Relative Humidity 10% ~ 90%

Power Supply DC 5V (USB powered)

Power Consumption 2.14W

Product Overview

Art. No. EAN

VL-DGL100 4251364741733


